1. PHUONG TIEN (VEHICLE)
Bién dang ky: 72A-090.93 S6 quan ly: 7201S-015197
(Registration Number) (Vehicle Inspection No.)
Loai phuong tién: (Type) 6 t6 chd tién
Nhan hiéu: (Mark) MITSUBISHI
S6 loai: (Model code) PAJERO
S6 mdy: (Engine Number) 6G72-TL5586
S6 khung: (Chassis Number) JMYLNVO3W8J-000440
Nam, Nudc san xudt: 2007, Nhat Ban Nién han SD:
(Manufactured Year and Country) (Lifetime limit to)
Kinh doanh van tai (Commercial Use) L% Cai tao (Modification)

2. THONG SO KY THUAT (SPECIFICATIONS) -

Cong thic banh xe: 4x4 Vét banh xe:

(Wheel Formula) (Wheel Tread)

Kich thudc bao: (Overall Dimension) 4900 x 1845 x 1870 {hmﬂ'
Kich thudc long thung xe (Inside cargo container dimensioi

Chitu dai co sd: (Wheelbase)2780

Kh6i lugng ban than: (Kerb mass)

Kh6i lugng hang CC theo TK/CP TGGT:
(Design/Authorized pay load)

Khéi luong toan bo theo TK/CP TGGT:
(Design/Authorized total mass)

Khéi lugng kéo theo TK/CP TGGT: (kg)
(Design/Authorized towed mass)

S6 ngudi cho phép chd: 5 ché ngdi, 0 chd dimg, 0 ché ndm
(Permissible No. of Pers Carried: seat, stood place, laying place)

Loai nhién liéu: (Type of Fuel Used) X&ng

Thé tich 1am viéc clia dong co: (Engine Displacement) 2972 (cm3)
Cong sudt 16n nhat/tc do quay: (Max. output/rpm) 133(kW)/5250vph
50 sé-ri: (No.) KD-4122200 4076182919

2095 (kg)
300/300 (kg)

2720/2720 (kg)

S6 lugng 16p, ¢& 16p/truc (Number of tires; Tire size/axle)
1:2; 235/80R16
2:2; 235/80R16
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CHU PHUONG TIEN, LAI XE CAN BIET

Vehicle owners, drivers are to be aware of the followings:

1. Khi tham gia giao thong phdi mang theo Gidy chimg nhan kiém
dinh. Nép lai Gidy chimg nhan kiém dinh va Tem kiém dinh khi c6
thong bao thu hdi ciia cac Pon vi ding kiém.

When in traffic, drivers are requested to carry the certificate of
inspection. Return certificate and inspection stamp when receiving a
withdrawal notice from the Registration and Inspection Center.

2. Lai xe khi liru hanh qua cAu, him dudng b6 phai tuan thu cic bién
béo hiéu dudmg bo dat trude cong trinh.

When passing the bridges, road tunnels, drivers must comply with
road warning signs put forward its.

3. Thyc hién bao dudng, sira chita nhim duy tri tinh trang ky thuat
cla xe giira hai ky kiém dinh.

Perform maintenance and/or repair to the good technical conditions
of the vehicle between two consecutive inspections.

4. Khi 6 thay di thong tin hanh chinh, thong s6 k¥ thujt phai dén
Pon vi ding kiém dé dugc huéng din lam thi tuc ghi nhan thay doi.

When roaming, transfer of vehicle ownership, renovation, modifica-
tion of frame (chassis) or changing of engine No, ... the concerned
Registration and Inspection Center (Vietham Register) should be
notified for instructions and the required procedures are to be
followed.

5. Xe co gidi bi tai nan giao thong dén mirc khéng dam bao an toan
k¥ thudt va bao vé mdi truomg theo quy dinh phai stra chira, khac
phuc va dén Pon vi ding kiém dé kiém dinh lai.

A motor vehicle which is damaged by accident and the requirements

for technical safety and environment protection are not assured, is to
be repaired and brought for re-inspection at an Inspection Center.
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AND ENVIRONMENTAL PROTECTION REQUIREMENTS
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